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Secure part 11 to parts 13, with screw (I) and phillips screwdriver. @4,5*50mm

Step 15

O

Secure parts 11 and 12 to part 4 with screw (G) G @‘)‘«mmﬁmmm" 08
and phillips screwdriver. 4,0°30mm

P.12



(
E N d add f
Step 16 | ameanaadaesect

production.

@,
Secure back panel 19 to parts 1 and 4 as shown E »)D))D)D)» 08
above with screw (E) and phillips screwdriver. ' 3,5*20mm

Step 17 | 1 4 2 %0 3

€

Secure parts 5 and 6 to part 8.
Secure parts 5 and 7 to part 8.
Insert cam locks (L) into parts 5, 6, 7, and tighten L
with a phillips screwdriver.

@15*11mm
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Step 18

Insert parts 9 and 10 between parts 5, 6 and 7. G @Q})})})})})})}D})}Eﬁ» 16
Secure part 10 with screw (G) and phillips screwdriver. 24,030mm
Step 19
D% ‘
N
D | Humw 16
@3,0*12mm
Secure handle (J) with screw (D) and phillips screwdriver, Ny 08
in the pre-drilled holes on the drawer front 8.
\- Y,
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Secure parts 26 and 27 to part 20
with screw (G) and screwdriver.

Insert parts 21 and 22 between parts 26 and 27. @Q})})})})})})}D})}Eﬁ» 16
Secure part 22 with screw (G) and phillips screwdriver. 24,0°30mm
Step 21

Womme 04

@3,0*12mm
Secure handle (J) with screw (D) and phillips screwdriver, /S 02
in the pre-drilled holes on the drawer front 20.
g J
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@8*30mm

Step 23

The assembled drawer with this warning
must be placed on top of the unit.

Insert wood dowel (B) on the inside of all drawers, with the
drawer inside the unit, after having passed the wood dowel that
is in the drawer slide.

The dowel is not flush with the panel, it is a little inside the drawer o
to help when you need to remove the lock dowel to remove B Cf% 7112
the drawer. 8°40mm

\_ J
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Step 24

WARNING

Serious or fatal injuries can occur from furniture tipping
over. To prevent the furniture from tipping over we
recommend that it is permanently fixed to the wall.

Wall anchor and hardware are included with this product.
Please make sure hardware is suitable for your walls before installing,
as different wall materials may require different types of anchors.
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A1st

Attach part (O) with Screw (E) and Washer (N),

in the frame of top panel unit.
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@3,5*20mm
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@4,0*30mm

01
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02

Name and address information for the manufacturer responsible for the anti-tip hardware and date

Wall

of production can be found on the label on the back of the furniture.
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A 2nd

With drilling machine make one
hole in the wall, Insert part (M) in

the hole.

Secure part (O) with Screw (G),

and Washer (N), in the wall.

J
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Step 25

Assembly Complete!




