
 

ASSEMBLY INSTRUCTIONS 

21508 

TO AVOID RISK OF ELECTRICAL SHOCK, BE SURE TO SHUT OFF              POWER WHILE 

POWER BEFORE INSTALLING OR SERVICING THIS FIXTURE. 

WE SUGGEST A LICENSED ELECTRICIAN FOR ALL FIXTURE INSTALLATIONS. 
 

Installation Steps 

1. Carefully unpack your new fixture and lay out all the 

parts on a clear surface. 

2. Assemble the Stem-1 and Stem-2 together using 

the Nipple. 

3. Install the Stem-2 into the Coupling and Swivel.  

4. Install the Chain into the Hook. 

5. Install the light bulb in accordance with the 

fixture’s specifications. 

DO NOT EXCEED THE MAXIMUM WATTAGE 

RATING! 

6. Turn on the power at fuse or Circuit Box. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
PO BOX 558/3325 GRASSY HILL RD. ROCKY MOUNT, VIRGINIA 24151 

www.uttermost.com 

WARNING: 

LO O P

SW IV EL

STEM -1

SO CK ET

CO U PLIN G

H O O K

CH A IN
N IPPLE

STEM -2


